Welding process

Suitcase kit

* MMA (Electrode)
» TIGDC Lift start

Materials

» Carbonsteels
« Stainlesssteels
» Castirons

Applications

* Lightjobshopfabrication
« Buildingsites

» Repairandoverhaul
» Repairandoverhaul
» Sheetmetalworking
» Chassis

« Building

* Plumbing

* Installers

« Blacksmiths

« Electricians

« Tinsmiths

Technicalfeatures

« Practicalsturdy suitcase kitwitha
completesetofweldingworkplace
equipment

Including:

« Welding power source
« Stickelectrode holder
« Earth cable

» Wire brush and de-slagging
hammer

» Hand-shield
» Extensioncarryingstrap
« 20pcselectrode pack

URANOS 1500 DP

v

generator ready|

» New generationadvancedinverter technology power sourcefor high speed
dynamic arccontroland superior welding performance

» Heavy dutyandenviromental conditions, high servicelife

» Reduceddimensionsand compactconstruction

» High temperature, shockproof, abrasion resistant plasticcase

« Airflowductingand fully encapsulated PCboardto avoiddust

contamination

« Excellent performances also with long power supply extension cables

« Fulldigitalanduser-friendlycontrolpanel

« Linearcontrolledfanondemand

» Weldingparametersdigitaldisplay

« Lastjobsettingsauto-storage at switch-off

« Synergic setting for optimal stick welding with multiple types of electrodes

« Idealforstick welding with multiple types of popular electrodes

« Built-in adjustable arc control features (hot start, arc force, antisticking)

» Reduced electromagneticinterference withlift start TIG welding

« Currentsocket (panel) 25mm?
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6.6kVA 40°C 30% 150A
URANOS 1500 DP 1x230V 16A 4 SkW 40°C 60% 125A 0,70 |[5-150A| 85V 23S 260x120x190mm 2,6kg
! 40°C  100% 110A
CONFIGURATIONS
URANOS 1500 DP - Suitcase kit AC
74.05.018 URANOS 1500 DP - SUITCASE KIT A

MMA > Welding units



